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Code Name Common Name PB Spacing 
(m) Quantity

Height 
when 

Mature 
(m)

Width 
when 

Mature 
(m)

CB Carpinus betulus 'Fastigiata' upright europen hornbeam 95 marked 22 12 4
BT Beilschmiedia taraire taraire 95 marked 5 8 6
DS Dysoxylum spectabile kohekohe 95 marked 20 7 4
EX Exsiting tree to retain

LM Wetland Littoral Zone Plangting Mix
30% Carex virgata swamp sedge 3 0.75 345 1 0.8
15% Machaerina juncea tussock swamp twig rush 3 0.75 172 1 1
15% Juncus pallidus wiwi 3 1 129 1.5 1.5
15% Carex secta purei 3 1 129 1.5 1.5
15% Phormium tenax harakeke 3 1 129 3 2
10% Cyperus ustulatus giant umbrella sedge 3 0.75 115 1 1

NM Native Planting Mix
25% Phormium cookianum wharariki 3 1 547 1.5 1.5
15% Carex secta purei 3 1 328 1.5 1.5
15% Muehlenbeckia astonii pohuehue 3 1 328 2 1.5
10% Austroderia fulvida toetoe 3 1 219 1.5 1.5
10% Hebe stricta koromiko 3 1 219 4 2.5
10% Cordyline australis ti kouka 3 1 219 10 2

5% Leptospermum scoparium manuka 3 1 109 4 3
5% Coprosma robusta karamu 3 1 109 5 4
5% Phormium tenax harakeke 3 1 109 3 2

ALL STREET TREE STEMS TO BE MIN 2M FROM VEHICLE CORSSINGS, MANHOLES, DRAINAGE, UNDERGROUND SERVICES SURFACE OPENINGS.
ALL STREET TREE STEMS TO BE MIN 3M FROM LOW VOLTAGE POWER POLES.
ALL STREET TREE STEMS TO BE MIN 5M FROM STREET LIGHTS, STREET SIGNS & HIGH VOLTAGE POLES, TRANSFORMERS AND TRANSFORMER POLES.

Dysoxylum spectabileCarpinus betulus 'Fastigiata'Beilschmiedia taraire

Issue Date
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Issue
F

6m long (3m either side of the centre of the tree pit)
polythene root barrier to be implemented, running
parallel, on top of RCRRJ SW pipeline, where top of
stormwater pipeline is between 650mm-950mm of
the base of the tree pits. The root barrier is to be
200mm min. wider than the diameter of the pipeline.
Refer to PD-06/07.
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Code Name Common Name PB Spacing 
(m) Quantity

Height 
when 

Mature 
(m)

Width 
when 

Mature 
(m)

VL Vitex lucens pūriri 95 marked 21 8 4
BT Beilschmiedia taraire taraire 95 marked 5 8 6
AE Alectryon excelsus titoki 95 marked 34 6 4
EU Eugenia ventenati lilly pilly 40 1 113 5 2
ALL STREET TREE STEMS TO BE MIN. 2M FROM VEHICLE CORSSINGS, MANHOLES, DRAINAGE, UNDERGROUND SERVICES SURFACE OPENINGS.
ALL STREET TREE STEMS TO BE MIN. 3M FROM LOW VOLTAGE POWER POLES.
ALL STREET TREE STEMS TO BE MIN 5M FROM STREET LIGHTS, STREET SIGNS & HIGH VOLTAGE POLES, TRANSFORMERS AND TRANSFORMER POLES.

Alectryon excelsusVitex lucensEugenia ventenati
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6m long (3m either side of the centre of the tree pit)
polythene root barrier to be implemented, running
parallel, on top of RCRRJ SW pipeline, where top of
stormwater pipeline is between 650mm-950mm of
the base of the tree pits. The root barrier is to be
200mm min. wider than the diameter of the pipeline.
Refer to PD-06/07.
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Code Name Common Name PB Spacing 
(m) Quantity

Height 
when 

Mature 
(m)

Width 
when 

Mature 
(m)

CB Carpinus betulus 'Fastigiata' upright europen hornbeam 95 marked 30 12 4
DS Dysoxylum spectabile kohekohe 95 marked 14 7 4
BT Beilschmiedia taraire taraire 95 marked 11 8 6
AS Acer saccharum sugar maple 95 marked 6 10 6
EX Exsiting tree to retain
ALL STREET TREE STEMS TO BE MIN 2M FROM VEHICLE CORSSINGS, MANHOLES, DRAINAGE, UNDERGROUND SERVICES SURFACE OPENINGS.
ALL STREET TREE STEMS TO BE MIN 3M FROM LOW VOLTAGE POWER POLES.
ALL STREET TREE STEMS TO BE MIN 5M FROM STREET LIGHTS, STREET SIGNS & HIGH VOLTAGE POLES, TRANSFORMERS AND TRANSFORMER POLES.

EX26

EX14 EX15

EX27

CB
CB CB CB CB CB

CBCBCBCBCBCB
CB

DS DS DS

DS DS
DS

DS

DS

DS

DS

DS

BT

BT

BT

BT

BT

BT

BT

BT

BT

AS

AS

AS
AS

AS

AS

AS

AS

AEAE

CB CB

CB CB

AE

CB

BT

AS BT

BT

AE

CB CB

DS DS DS

CB CBCBCB

CBCB

CB CBCB

CB CB

BT

DS

AE

BT

ASBT

BT

Road 2

Road 2

Road 1
Road 1

Road 4

Road 6

Road 7

Road 8

LOT 123

LOT 1001

LOT 46 LOT 49

LOT 29LOT 27

LOT 34

LOT 26

LOT 33

LOT 32

LOT 31

LOT 28

LOT 11

LOT 12

LOT 10LOT 8 LOT 9

LOT 15 LOT 14 LOT 13

LOT 143

LOT 1003

LOT 133

LOT 1002

LOT 30

LOT 39

LOT 44

LOT 45

LOT 43

LOT 42 LOT 41 LOT 40

LOT 47 LOT 48

LOT 38

LOT 35

LOT 37

LOT 36

LOT 132 LOT 142
LOT 122
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Carpinus betulus 'Fastigiata'

Beilschmiedia taraire

6m long (3m either side of the centre of the tree pit)
polythene root barrier to be implemented, running
parallel, on top of RCRRJ SW pipeline, where top of
stormwater pipeline is between 650mm-950mm of
the base of the tree pits. The root barrier is to be
200mm min. wider than the diameter of the pipeline.
Refer to PD-06/07.
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Code Name Common Name PB Spacing 
(m) Quantity

Height 
when 

Mature 
(m)

Width 
when 

Mature 
(m)

AE Alectryon excelsus titoki 95 marked 27 6 4
BT Beilschmiedia taraire taraire 95 marked 19 8 6
AS Acer saccharum sugar maple 95 marked 10 10 6
ALL STREET TREE STEMS TO BE MIN 2M FROM VEHICLE CORSSINGS, MANHOLES, DRAINAGE, UNDERGROUND SERVICES SURFACE OPENINGS.
ALL STREET TREE STEMS TO BE MIN 3M FROM LOW VOLTAGE POWER POLES.
ALL STREET TREE STEMS TO BE MIN 5M FROM STREET LIGHTS, STREET SIGNS & HIGH VOLTAGE POLES, TRANSFORMERS AND TRANSFORMER POLES.

WM

FH

FH

FH

FH

FH

FH

AE AE

BT

BT

BT

BT

BT

BT

BT

BT

BT

AS

AS

AS

AS

AS

AS

AS

AS

AS

AS

AE

AE

AE

AE

BT

AE

AE
AE

AEAE

AE

AE

AS

AS

AE

BT

BT
AS

AS

AS

BT

AE

AE

AE

AE

AS

AS

BT

BT

BT

AS

AS

AS

AE AE

AE AE
AE AE AE

AE

BT

BTAE

AE

AE

AE

BT

Road 3

Road 4

Ro
ad

 6
A

Road 6

Road 9

Road 7

Road 8

Road 4
Road 4

LOT 148

LOT 119

LOT 145

LOT 146

LOT 216

LOT 57

LOT 58

LOT 115
LOT 110

LOT 111

LOT 112 LOT 113

LOT 114 LOT 117

LOT 116

LOT 59LOT 61 LOT 60

LOT 56

LOT 227

LOT 147

LOT 144LOT 134

LOT 127

LOT 38

LOT 1007

LOT 135

LOT 136

LOT 217LOT 218LOT 219LOT 220LOT 221LOT 222LOT 223LOT 224LOT 225LOT 226LOT 228

LOT 141

LOT 137

LOT 138

LOT 139

LOT 140

LOT 129

LOT 131LOT 124

LOT 125

LOT 126

LOT 128

LOT 122

LOT 121

LOT 120

LOT 118

LOT 52

LOT 229
LOT 55

LOT 51

LOT 50

LOT 130

JOAL 500

LOT 53

Acer saccharinum

Beilschmiedia taraire

Alectryon excelsus

Issue Date
29/05/23
Issue
F

6m long (3m either side of the centre of the tree pit)
polythene root barrier to be implemented, running
parallel, on top of RCRRJ SW pipeline, where top of
stormwater pipeline is between 650mm-950mm of
the base of the tree pits. The root barrier is to be
200mm min. wider than the diameter of the pipeline.
Refer to PD-06/07.
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Code Name Common Name PB Spacing 
(m) Quantity

Height 
when 

Mature 
(m)

Width 
when 

Mature 
(m)

CB Carpinus betulus 'Fastigiata' upright europen hornbeam 95 marked 47 12 4
BT Beilschmiedia taraire taraire 95 marked 18 8 6
AE Alectryon excelsus titoki 95 marked 13 6 4
AS Acer saccharum sugar maple 95 marked 36 10 6
PR Plagianthus regius manatu 95 marked 12 12 4
CA Cordyline australis ti kouka 40 marked 12 10 2
PC Pseudopanax crassifolius horoeka 40 marked 8 12 3
EX Exsiting tree to retain

PM Pathway Planting Mix
20% Lomandra longifolia ' Evergreen Baby' lomandra 3 0.6 192 0.4 0.4
20% Phormium 'Black Rage' black flax 3 0.6 192 0.6 0.8
15% Chionochloa flavicans dwarf toe toe 3 0.6 144 1 1
15% Phormium cookianum 'Emerald Gem' dwarf mountain flax 3 0.6 144 0.8 0.8
15% Dietes grandiflora wild iris 3 0.6 144 1 0.6
15% Muehlenbeckia axillaris pohuehue 3 0.6 144 0.1 1

ALL STREET TREE STEMS TO BE MIN 2M FROM VEHICLE CORSSINGS, MANHOLES, DRAINAGE, UNDERGROUND SERVICES SURFACE OPENINGS.
ALL STREET TREE STEMS TO BE MIN 3M FROM LOW VOLTAGE POWER POLES.
ALL STREET TREE STEMS TO BE MIN 5M FROM STREET LIGHTS, STREET SIGNS & HIGH VOLTAGE POLES, TRANSFORMERS AND TRANSFORMER POLES.

Acer saccharinum

Carpinus betulus 'Fastigiata'

Cordyline australis Pseudopanax crassifolius

Plagianthus regius

Beilschmiedia taraire

Alectryon excelsus
Issue Date
29/05/23
Issue
F

6m long (3m either side of the centre of the tree pit)
polythene root barrier to be implemented, running
parallel, on top of RCRRJ SW pipeline, where top of
stormwater pipeline is between 650mm-950mm of
the base of the tree pits. The root barrier is to be
200mm min. wider than the diameter of the pipeline.
Refer to PD-06/07.
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Code Name Common Name PB Spacing 
(m) Quantity

Height 
when 

Mature 
(m)

Width 
when 

Mature 
(m)

VL Vitex lucens pūriri 95 marked 5 8 4
DS Dysoxylum spectabile kohekohe 95 marked 7 7 4
NS Nyssa sylvatica black tupelo 95 marked 6 10 4
BT Beilschmiedia taraire taraire 95 marked 12 8 6
AS Acer saccharum sugar maple 95 marked 12 10 6
PT Phyllocladus trichomanoides tānekaha 95 marked 6 12 4
ALL STREET TREE STEMS TO BE MIN 2M FROM VEHICLE CORSSINGS, MANHOLES, DRAINAGE, UNDERGROUND SERVICES SURFACE OPENINGS.
ALL STREET TREE STEMS TO BE MIN 3M FROM LOW VOLTAGE POWER POLES.
ALL STREET TREE STEMS TO BE MIN 5M FROM STREET LIGHTS, STREET SIGNS & HIGH VOLTAGE POLES, TRANSFORMERS AND TRANSFORMER POLES.

Acer saccharinum

Beilschmiedia taraire

Dysoxylum spectabile

Nyssa sylvatica

Phyllocladus trichomanoides Vitex lucens
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6m long (3m either side of the centre of the tree pit)
polythene root barrier to be implemented, running
parallel, on top of RCRRJ SW pipeline, where top of
stormwater pipeline is between 650mm-950mm of
the base of the tree pits. The root barrier is to be
200mm min. wider than the diameter of the pipeline.
Refer to PD-06/07.
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SE-01: TYPICAL LOCAL ROAD SECTION 1-1' 1:25 @ A1, 1:50 @ A3
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SE-03: TYPICAL LOCAL ROAD SECTION 3-3' 1:50 @ A1, 1:100 @ A3
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Code Name Common Name PB Spacing 
(m) Quantity

Height 
when 

Mature 
(m)

Width 
when 

Mature 
(m)

DS Dysoxylum spectabile kohekohe 95 marked 2 7 4
BT Beilschmiedia taraire taraire 95 marked 2 8 6
AE Alectryon excelsus titoki 95 marked 2 6 4
CA Cordyline australis ti kouka 40 marked 111 10 2
MR Melicytus ramiflorus mahoe 40 marked 46 6 3
EX Exsiting tree to retain

EM Wetland Emergent Zone Plangting Mix
25% Eleocharis acuta common spike rush 3 0.75 3262 0.6 0.6
25% Machaerina rubiginosa orange nut sedge 3 0.75 3262 1 1
25% Machaerina teretifolia pakihi rush 3 0.75 3262 1 1
25% Bolboschoenus fluviatilis kukuraho 3 1 1835 1.5 1.5

LM Wetland Littoral Zone Plangting Mix
30% Carex virgata swamp sedge 3 0.75 1766 1 0.8
15% Machaerina juncea tussock swamp twig rush 3 0.75 883 1 1
15% Juncus pallidus wiwi 3 1 497 1.5 1.5
15% Carex secta purei 3 1 497 1.5 1.5
15% Phormium tenax harakeke 3 1 497 3 2
10% Cyperus ustulatus giant umbrella sedge 3 0.75 589 1 1

NM Native Planting Mix
25% Phormium cookianum wharariki 3 1 495 1.5 1.5
15% Phormium tenax harakeke 3 1 297 3 2
15% Muehlenbeckia astonii pohuehue 3 1 297 2 1.5
10% Carex secta purei 3 1 198 1.5 1.5
10% Austroderia fulvida toetoe 3 1 198 1.5 1.5
10% Hebe stricta koromiko 3 1 198 4 2.5

5% Cordyline australis ti kouka 3 1 99 10 2
5% Leptospermum scoparium manuka 3 1 99 4 3
5% Coprosma robusta karamu 3 1 99 5 4

PM Pathway Planting Mix
20% Lomandra longifolia ' Evergreen Baby' lomandra 3 0.6 562 0.4 0.4
20% Phormium 'Black Rage' black flax 3 0.6 562 0.6 0.8
15% Chionochloa flavicans dwarf toe toe 3 0.6 421 1 1
15% Phormium cookianum 'Emerald Gem' dwarf mountain flax 3 0.6 421 0.8 0.8
15% Dietes grandiflora wild iris 3 0.6 421 1 0.6
15% Muehlenbeckia axillaris pohuehue 3 0.6 421 0.1 1

Code Name Specification
SC Standard concrete Standard aggregate, broom finish
GR Gravel path with timber edging 50mm WAP7 over 250mm compacted GAP65 with 300x25 H4 timber edging flush with surface
LA Lawn PGG Wrightson Duraturf Kerbside, sow 40g/m² (3.5kg/100m²)
BE Hardwood bench seat Fel Group Te Mata Bench, hardwood slats, corten frame surface mounted
BO Bollard Fel Group 140 Pine Square Bollard, sawtooth, plant mounted
OF Open aluminium fence 1.2m high, Boundaryline 'DuraPanel Titan' open aluminium fence,

black powder coat finish
GA Gate for maintenance Gate to match fence intersecting, lockable, self-closing hinges, 

child proof latch, discourages climbing

Melicytus ramiflorusCordyline australis

Lawn Hardwood bench seatStandard concrete Bollard

Open aluminium fence

Dysoxylum spectabile

Beilschmiedia taraire

Alectryon excelsus

Gravel path
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Code Name Common Name PB Spacing 
(m) Quantity

Height 
when 

Mature 
(m)

Width 
when 

Mature 
(m)

PA Pyrus calleryana 'Aristocrat' flowering pear 95 marked 10 8 5
PR Plagianthus regius manatu 95 marked 12 12 4
CA Cordyline australis ti kouka 40 marked 77 10 2
PC Pseudopanax crassifolius horoeka 40 marked 15 12 3
MR Melicytus ramiflorus mahoe 40 marked 26 6 3

EM Wetland Emergent Zone Plangting Mix
25% Eleocharis acuta common spike rush 3 0.75 1590 0.6 0.6
25% Machaerina rubiginosa orange nut sedge 3 0.75 1590 1 1
25% Machaerina teretifolia pakihi rush 3 0.75 1590 1 1
25% Bolboschoenus fluviatilis kukuraho 3 1 894 1.5 1.5

LM Wetland Littoral Zone Plangting Mix
30% Carex virgata swamp sedge 3 0.75 1670 1 0.8
15% Machaerina juncea tussock swamp twig rush 3 0.75 835 1 1
15% Juncus pallidus wiwi 3 1 470 1.5 1.5
15% Carex secta purei 3 1 470 1.5 1.5
15% Phormium tenax harakeke 3 1 470 3 2
10% Cyperus ustulatus giant umbrella sedge 3 0.75 557 1 1

NM Native Planting Mix
25% Phormium cookianum wharariki 3 1 103 1.5 1.5
15% Phormium tenax harakeke 3 1 62 3 2
15% Muehlenbeckia astonii pohuehue 3 1 62 2 1.5
10% Carex secta purei 3 1 41 1.5 1.5
10% Austroderia fulvida toetoe 3 1 41 1.5 1.5
10% Hebe stricta koromiko 3 1 41 4 2.5

5% Cordyline australis ti kouka 3 1 21 10 2
5% Leptospermum scoparium manuka 3 1 21 4 3
5% Coprosma robusta karamu 3 1 21 5 4

PM Pathway Planting Mix
20% Lomandra longifolia ' Evergreen Baby' lomandra 3 0.6 210 0.4 0.4
20% Phormium 'Black Rage' black flax 3 0.6 210 0.6 0.8
15% Chionochloa flavicans dwarf toe toe 3 0.6 157 1 1
15% Phormium cookianum 'Emerald Gem' dwarf mountain flax 3 0.6 157 0.8 0.8
15% Dietes grandiflora wild iris 3 0.6 157 1 0.6
15% Muehlenbeckia axillaris pohuehue 3 0.6 157 0.1 1

Code Name Specification
SC Standard concrete Standard aggregate, broom finish
GR Gravel path with timber edging 50mm WAP7 over 250mm compacted GAP65 with 300x25 H4 timber edging flush with surface
LA Lawn PGG Wrightson Duraturf Kerbside, sow 40g/m² (3.5kg/100m²)
BE Hardwood bench seat Fel Group Te Mata Bench, hardwood slats, corten frame surface mounted
BO Bollard Fel Group 140 Pine Square Bollard, sawtooth, plant mounted
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Code Name Common Name PB Spacing 
(m) Quantity

Height 
when 

Mature 
(m)

Width 
when 

Mature 
(m)

DD Dacrycarpus dacrydioides kahikatea 40 marked 5 50 5
SY Syzygium maire swamp maire 40 marked 6 12 4
CA Cordyline australis ti kouka 40 marked 39 10 2
MR Melicytus ramiflorus mahoe 40 marked 12 6 3

LM Wetland Littoral Zone Plangting Mix
30% Carex virgata swamp sedge 3 0.75 273 1 0.8
15% Machaerina juncea tussock swamp twig rush 3 0.75 136 1 1
15% Juncus pallidus wiwi 3 1 77 1.5 1.5
15% Carex secta purei 3 1 77 1.5 1.5
15% Phormium tenax harakeke 3 1 77 3 2
10% Cyperus ustulatus giant umbrella sedge 3 0.75 91 1 1

NM Native Planting Mix
25% Phormium cookianum wharariki 3 1 235 1.5 1.5
15% Phormium tenax harakeke 3 1 141 3 2
15% Muehlenbeckia astonii pohuehue 3 1 141 2 1.5
10% Carex secta purei 3 1 94 1.5 1.5
10% Austroderia fulvida toetoe 3 1 94 1.5 1.5
10% Hebe stricta koromiko 3 1 94 4 2.5

5% Cordyline australis ti kouka 3 1 47 10 2
5% Leptospermum scoparium manuka 3 1 47 4 3
5% Coprosma robusta karamu 3 1 47 5 4

PM Pathway Planting Mix
20% Lomandra longifolia ' Evergreen Baby' lomandra 3 0.6 164 0.4 0.4
20% Phormium 'Black Rage' black flax 3 0.6 164 0.6 0.8
15% Chionochloa flavicans dwarf toe toe 3 0.6 123 1 1
15% Phormium cookianum 'Emerald Gem' dwarf mountain flax 3 0.6 123 0.8 0.8
15% Dietes grandiflora wild iris 3 0.6 123 1 0.6
15% Muehlenbeckia axillaris pohuehue 3 0.6 123 0.1 1

Code Name Specification
GR Gravel path with timber edging 50mm WAP7 over 250mm compacted GAP65 with 300x25 H4 timber edging flush with surface

1:700@A3

Melicytus ramiflorusCordyline australisSyzygium maireDacrycarpus dacrydioides Gravel path
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1.2m high open
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1.2m high open
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0.9m high post
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100 YEAR - RL= 7.84m

STREAM PROTECTION - RL= 6.14m
PERMANENT WATER VOLUME - RL= 5.60m

A
A'

A-A': WETLAND SECTION 1:100 @ A1, 1:200 @ A3
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C-C': WETLAND SECTION 1:100 @ A1, 1:200 @ A3

100 YEAR - RL= 7.84m

STREAM PROTECTION - RL= 6.14m
PERMANENT WATER VOLUME - RL= 5.60m
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Lot Boundary

E-E': WETLAND SECTION 1:100 @ A1, 1:200 @ A3

E

E'
PERMANENT WATER VOLUME - RL= 9.00m

STREAM PROTECTION VOLUME - RL= 9.45m
10 YEAR WATER VOLUME - RL= 10.23m

100 YEAR WATER VOLUME - RL= 10.70m
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Machaerina junceaCarex virgata Juncus pallidus Phormium tenaxCarex secta Cyperus ustulatus

Machaerina rubiginosaEleocharis acuta Machaerina teretifolia Bolboschoenus fluviatilis

Phormium 'Black Rage'Lomandra longifolia '
Evergreen Baby'

Chionochloa flavicans Dietes grandifloraPhormium cookianum
'Emerald Gem'

Muehlenbeckia axillaris

Phormium tenaxPhormium cookianum Muehlenbeckia astonii Carex secta Hebe strictaAustroderia fulvida Cordyline australis Leptospermum scoparium Coprosma robusta

Apodasmia similisPhormium cookianum Carex virgata

EM Wetland Emergent Zone Plangting Mix

LM Wetland Littoral Zone Plangting Mix

NM Native Planting Mix

PM Pathway Planting Mix

RM Raingarden Plangting Mix
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KERBLINE

2X R/S H4 TREATED STAKES DRIVEN PLUMB,
MINIMUM 600MM INTO THE GROUND. STAKES
TO BE MIN 50 X 50 X 1800MM

100MM OF CONSOLIDATED MULCH. MULCH
TO COVER AN AREA OF A 1500MM IN
DIAMETER. AS PER COUNCIL CODE OF
PRACTICE GUIDELINES FOR 45L/PB95 TREES

1M DIAMETER X 600MM DEEP
PLANTING PIT

45L/PB95 ROOTBALL

6M LONG (3M EITHER SIDE OF THE CENTRE OF THE
TREE PIT) POLYTHENE ROOT BARRIER TO BE
IMPLEMENTED, RUNNING PARALLEL, ON TOP OF
RCRRJ SW PIPELINE, WHERE TOP OF STORMWATER
PIPELINE IS BETWEEN 650MM-950MM OF THE BASE OF
THE TREE PITS. THE ROOT BARRIER IS TO BE 200MM
MIN. WIDER THAN THE DIAMETER OF THE PIPELINE

INDICATIVE SW PIPELINE

ROADFOOTPATH BERM

P-1 STREET TREE PLANTING

Loosened soil. Dig and turn the
soil to reduce compaction to the
area and depth shown.

Bottom of root ball rests on
existing or recompacted soil.

Existing soil.

Root ball surface shall be
positioned to be
one quater above �nished grade.

Prior to mulching, light tamp
soil around the root ball in 150mm
lifts to brace tree.  Do not over
compact.  When the planting 
hole has been back�lled, pour
water around the root ball to settle the soil.

Existing site soil added to
create a smooth transition
from the top of the raised root
ball to the �nished grade at a 
15% max. slope.
100mm layer of mulch.
No more than 25mm of mulch on
top of root ball

Original grade

Finished grade

3 x widest dimension of root ball

Round-topped
soil berm 100mm high x 200mm wide

above root ball surface shall
be constructed around the 
root ball.  Berm shall begin

at root ball periphery

PLAN VIEW

Hessian tree ties.

Min. 50mm x 50mm
untreated stakes

Prevailing
wind.

6m long (3m either side of the centre of the tree pit)
polythene root barrier to be implemented, running
parallel, on top of RCRRJ SW pipeline, where top of
stormwater pipeline is between 650mm-950mm of
the base of the tree pits. The root barrier is to be
200mm min. wider than the diameter of the pipeline.

Grassed berm

100mm selected garden edging

65
0-

95
0

60
0

EQ. EQ.

Indicative SW pipeline

LOOSEN BASE OF PLANTING PIT 150MM.

2X 50MM HESSIAN WEBBING TREE
TIES FIXED WITH GALVANISED
STAPLES. TIES TO BE NO HIGHER
THAN TWO THIRDS THE HEIGHT OF
THE TREE.

BACKFILL TO SIT AT THE TOP
OF THE ROOTBALL.

BACKFILL 60% SCREENED,
WEED FREE TOP SOIL AND

40% GARDEN MIX.

MULCH TO BE KEPT 50MM
CLEAR FROM THE TREE

COLLAR.

100MM OF CONSOLIDATED
MULCH.

2X R/S H4 TREATED STAKES DRIVEN
PLUMB, MINIMUM 600MM INTO THE
GROUND. STAKES TO BE MIN 50 X 50
X 1800MM. REMOVE STAKES AFTER
ROOT ESTABLISHMENT.

PLANTING HOLE TO BE 2 X THE SIZE OF
THE ROOTBALL.

ROOTBALL TO BE 75MM ABOVE FGL.

LOOSEN BASE OF PLANTING PIT 150MM.

2X 50MM HESSIAN WEBBING TREE
TIES FIXED WITH GALVANISED
STAPLES. TIES TO BE NO HIGHER
THAN TWO THIRDS THE HEIGHT OF
THE TREE.

BACKFILL TO SIT AT THE TOP
OF THE ROOTBALL.

BACKFILL 60% SCREENED,
WEED FREE TOP SOIL AND

40% GARDEN MIX.

MULCH TO BE KEPT 50MM
CLEAR FROM THE TREE

COLLAR.

100MM OF CONSOLIDATED
MULCH.

2X R/S H4 TREATED STAKES DRIVEN
PLUMB, MINIMUM 600MM INTO THE
GROUND. STAKES TO BE MIN 50 X 50
X 1800MM. REMOVE STAKES AFTER
ROOT ESTABLISHMENT.

PLANTING HOLE TO BE 2 X THE SIZE OF
THE ROOTBALL.

ROOTBALL TO BE 75MM ABOVE FGL.

COLLAR TO BE FREE OF
MULCH.

PIT TO BE MINIMUM 50MM
LARGER THAN ROOT
BALL ON ALL SIDES.

ROOTBALL PROUD OF
EXISTING SOIL LEVEL.

100MM OF CONSOLIDATED MULCH.

BACKFILL WITH SCREENED TOP
SOIL OR GARDEN MIX, FREE OF
DEBRIS AND WEEDS.

100MM OF CONSOLIDATED MULCH.

BACKFILL WITH SCREENED TOP
SOIL OR GARDEN MIX, FREE OF
DEBRIS AND WEEDS.

PIT TO BE MINIMUM 50MM
LARGER THAN ROOT
BALL ON ALL SIDES.

ROOTBALL PROUD OF
EXISTING SOIL LEVEL.

COLLAR TO BE FREE OF
MULCH.

40
0

10
0 BARK MULCH, 100MM

MINIMUM DEPTH.

HIGH GRADE SCREENED,
WEED FREE TOP SOIL OR
GARDEN MIX, 400MM
MINIMUM DEPTH.

Issue Date
29/05/23
Issue
F

PD-01: TREE IN GARDEN 1:15 @ A1, 1:30 @ A3 PD-02: TREE IN LAWN 1:15 @ A1, 1:30 @ A3

PD-03: SHRUB IN GARDEN 1:15 @ A1, 1:30 @ A3

PD-04: GRASSES IN GARDEN 1:15 @ A1, 1:30 @ A3

PD-05: GARDEN BEDS 1:15 @ A1, 1:30 @ A3

PD-06: TREE IN ROAD BERM NTS, supplied by The Tree Consultancy Company PD-07: TREE ROOT BARRIER 1:30 @ A1, 1:60 @ A3
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Code Name Specification
AS Asphalt Hot mix asphalt cement
SC Standard concrete Standard aggregate, broom finish
EA Exposed aggregate concrete Standard aggregate, exposed
GR Gravel path with timber edging 50mm WAP7 over 250mm compacted GAP65 with 300x25 H4 timber edging flush with surface
LA Lawn PGG Wrightson Duraturf Kerbside, sow 40g/m² (3.5kg/100m²)
BA Bark Arbor chip contained by 100mm high flexible garden edging, galvanised finish
PR Post and 2 rail fence 900mm high, Boundaryline post and rail 2-rail, signature 115, black stained
EX Exisiting fence to retain

AsphaltStandard concreteLawn

BarkPost and 2 rail fenceExposed aggregate concrete
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Code Name Specification
AS Asphalt Hot mix asphalt cement
SC Standard concrete Standard aggregate, broom finish
EA Exposed aggregate concrete Standard aggregate, exposed
GR Gravel path with timber edging 50mm WAP7 over 250mm compacted GAP65 with 300x25 H4 timber edging flush with surface
LA Lawn PGG Wrightson Duraturf Kerbside, sow 40g/m² (3.5kg/100m²)
BA Bark Arbor chip contained by 100mm high flexible garden edging, galvanised finish
PR Post and 2 rail fence 900mm high, Boundaryline post and rail 2-rail, signature 115, black stained
EX Exisiting fence to retain

Asphalt

LawnBark

Standard concrete

Post and 3 rail fencePost and 2 rail fence
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Code Name Specification
AS Asphalt Hot mix asphalt cement
SC Standard concrete Standard aggregate, broom finish
EA Exposed aggregate concrete Standard aggregate, exposed
GR Gravel path with timber edging 50mm WAP7 over 250mm compacted GAP65 with 300x25 H4 timber edging flush with surface
LA Lawn PGG Wrightson Duraturf Kerbside, sow 40g/m² (3.5kg/100m²)
BA Bark Arbor chip contained by 100mm high flexible garden edging, galvanised finish
PR Post and 2 rail fence 900mm high, Boundaryline post and rail 2-rail, signature 115, black stained
EX Exisiting fence to retain
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LawnBark

Standard concrete
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Code Name Specification
AS Asphalt Hot mix asphalt cement
SC Standard concrete Standard aggregate, broom finish
EA Exposed aggregate concrete Standard aggregate, exposed
GR Gravel path with timber edging 50mm WAP7 over 250mm compacted GAP65 with 300x25 H4 timber edging flush with surface
LA Lawn PGG Wrightson Duraturf Kerbside, sow 40g/m² (3.5kg/100m²)
BA Bark Arbor chip contained by 100mm high flexible garden edging, galvanised finish
PR Post and 2 rail fence 900mm high, Boundaryline post and rail 2-rail, signature 115, black stained
EX Exisiting fence to retain
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Code Name Specification
AS Asphalt Hot mix asphalt cement
SC Standard concrete Standard aggregate, broom finish
EA Exposed aggregate concrete Standard aggregate, exposed
GR Gravel path with timber edging 50mm WAP7 over 250mm compacted GAP65 with 300x25 H4 timber edging flush with surface
LA Lawn PGG Wrightson Duraturf Kerbside, sow 40g/m² (3.5kg/100m²)
BA Bark Arbor chip contained by 100mm high flexible garden edging, galvanised finish
PR Post and 2 rail fence 900mm high, Boundaryline post and rail 2-rail, signature 115, black stained
EX Exisiting fence to retain

AsphaltLawnBark Standard concreteGravel path
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Metrosideros excelsa 'Mistral'Sophora microphylla Alectryon excelsus Prunus 'Awanui' Pyrus salicifolia 'Pendula'Prunus 'Falling Snow' Michelia gracipes Meryta sinclairiiMagnolia grandiflora
'Little Gem'

Eugenia ventenatiFicus 'Tuffi' Michelia figo Murraya paniculata Corokia 'Geenty's Green' Corokia 'Frosted Chocolate'Viburnum odoratissimum
'Dense Fence'

Camelia transkonensis Callistemon viminalis slim

Specimen tree/Screening shrub options for private lot frontages

Hedging options for private lot frontages
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1.8m high closed board timber fence, stained/painted finish

1.6m high visually permeable fence, stained/painted finish

1.2m high open aluminium fence, black powder coated

Existing fence to retain

0.9m high post and 2 rail fence, stained/painted finish

Max 1m high fencing within Five (5) metre extent from the boundary of a legal road, stained/painted finish

1.8m high open aluminium fence, black powder coated

1.2m high timber batten fence, stained/painted finish

1:3000@A3

1.0m timber batten fence 1.0m timber picket fence1.0m closed board fence

1.8m closed board fence1.2m open aluminium fence

0.9m post and 2 rail fence

1.6m open aluminium fence 1.6m timber batten fence 1.6m timber horizontal
slatted fence1.8m open aluminium fence 1.2m timber batten fence

Denotes fencing to be
installed by developer, all
other fencing by purchasers.

#

#

#
#
#

Issue Date
28/06/23
Issue
F

NOTE:
1. The lot Owner will be bound by a fencing covenant within the meaning of section 2 of the Fencing Act 1978 in that
neither the Developer nor a Relevant Authority is liable to erect or maintain to pay for or contribute towards the costs of any
dividing fence or boundary fence or part thereof between the Lot and any adjoining land owned by the Developer or the
Relevant Authority.
2. Any front boundary fence situated on a Residential Lot within five (5) metres of a legal road boundary will be limited to a
maximum height of one (1) metre.
3. Notwithstanding clause 1, were any Lot has two adjoining road boundaries, the lot Owner will construct a landscaped
fence along one of those boundaries to a maximum height of 1.8 metres provided the adjoining road boundary fence
complies with clause 1 above.
4. The height of any fence which is situated more than five (5) metres from the boundary of a legal road for a Lot will be a
landscaped fence and at a height subject to the Lot over which the right of way lies.
5. Fences must be a style commensurate with the design standards of the Development and subject always to the
Developer's right of approval.
6. Any Lot which has the use of a right of way over another Lot will be required to contribute towards the cost of a boundary
fence along the right of way in equal shares with other Lot Owners who share the right of way (if any) and any Lot Owners
who own the Lot over which the right of way lies.
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Site Boundary

0.9m high post
and rail fence

1.6m high visual
permeable fence

2m wide planting buffer

1.6m high visual
permeable fence

2m wide planting buffer

Compacted GAP7 on 100mm thick
compacted GAP40 with timber edge

Existing farm fence

Compacted GAP7 on 100mm thick
compacted GAP40 with timber edge
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